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BATTERY COMPARTMENT

(FOR S1 STOCK SERIES ONLY)
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and pulling outward until it clears the battery channel. Once batteries are
inserted into the chamber, plug the rubber end cap back in securely.

D\

CHEEK REST REMOVAL AND INS
(FOR MODELS WITH CHEEK REST ONLY )

LATION

To remove the Cheek Rest from the stock
simply slide it off by pulling it forward
towards the stock’s opening for the
Extension Tube.

To install the Cheek Rest onto the stock
simply slide it on and push it rearward
towards the stock’s butt pad until you hear
the “click” of the Cheek Rest’s locking detent
securely engaging with the stock.

QD SLING SWIVEL HOUSING INSTALLATION

The Reversible QD Sling Swivel
Housing can be installed on
either the right of left side of the
stock to accommodate left or
right handed shooters. Use a 1/8”
Allen wrench and a 5/16” socket
for installation.

COLLAPSIBLE STOCK ASSEMBLY
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Caution: Buffer Spring and Recoil Buffer are
compressed inside the Extension Tube and
held in place by a yellow colored cap. These
parts are under spring pressure. To access
these parts, point the cap downward in a
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unscrewing the cap from the Extension Tube
until it is removed.

Remove the Stock from the Extension Tube
by lifting up on the Adjustment Latch while
simultaneously sliding the Stock off the tube.
Remove the Castle Nut and Tear-Drop Ring
from the tube.
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Tube with the four wrench cutouts facing
towards the rear of the Extension Tube away
from the threads. Install the Tear-Drop Ring
back onto the Extension Tube as shown.

With the Tear-Drop Ring and Castle Nut

in place on the Extension Tube, Install the
Extension Tube into your lower receiver by
pressing the buffer detent down and threading
the Extension Tube until the tube overlaps the
shoulder of the buffer detent. Make sure the
Extension Tube is positioned correctly with the
6 position holes pointing downward.

Press the Tear-Drop Ring into the receiver
while making sure the take down pin detent
spring goes straight back into the recess of the
lower receiver.
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With the Tear-Drop Ring held in place,
hand tighten the Castle Nut by rotating
clockwise until the Tear-Drop Ring is
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Securely tighten the Castle Nut with an
AR15 armorer’s wrench. Do not over
tighten.
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R Reinstall the stock onto the Extension
Tube by lifting up on the Adjustment
Latch while simultaneously sliding the
stock on to the tube until it locks in
place.

Install the Recoil Spring and Recoil
Buffer into the Extension Tube until the
Recoil Buffer clicks into place against
the buffer detent.
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proper function.
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